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S-002 2 14.0 #6 1.652 #6 1.652 0.75 0.75 9.20 233.6 CLS-P-230 CLS-P-230 16,000 12,000 1 16,000 12,000     
S-003 3+4 18.0 #6 1.652 #6 1.652 1.25 0.75 12.70 322.5 CLS-P-310 CLS-P-310 16,000 12,000 2 32,000 24,000     

0.000 0.000 0.00 0.0 0 -              
0.000 0.000 0.00 0.0 0 -              
0.000 0.000 0.00 0.0 0 -              
0.000 0.000 0.00 0.0 0 -              
0.000 0.000 0.00 0.0 0 -              
0.000 0.000 0.00 0.0 0 -              
0.000 0.000 0.00 0.0 0 -              
0.000 0.000 0.00 0.0 0 -              
0.000 0.000 0.00 0.0 0 -              
0.000 0.000 0.00 0.0 0 -              
0.000 0.000 0.00 0.0 0 -              
0.000 0.000 0.00 0.0 0 -              
0.000 0.000 0.00 0.0 0 -              
0.000 0.000 0.00 0.0 0 -              
0.000 0.000 0.00 0.0 0 -              
0.000 0.000 0.00 0.0 0 -              
0.000 0.000 0.00 0.0 0 -              
0.000 0.000 0.00 0.0 0 -              
0.000 0.000 0.00 0.0 0 -              
0.000 0.000 0.00 0.0 0 -              
0.000 0.000 0.00 0.0 0 -              
0.000 0.000 0.00 0.0 0 -              
0.000 0.000 0.00 0.0 0 -              
0.000 0.000 0.00 0.0 0 -              
0.000 0.000 0.00 0.0 0 -              

32,000 24,000 3 48,000 36,000
dia. cf/sf

#4 1.08 2 BARS INCL DEFORMATIONS AS PER ASTM A 615/A CLS-P-110 0.15
#5 1.362 " " CLS-P-130 0.19
#6 1.652 " " CLS-P-150 0.22
#7 1.926 " " CLS-P-170 0.26
#8 2.2 " " CLS-P-190 0.30
#9 2.48 " " CLS-P-210 0.33

#10 2.796 " " CLS-P-230 0.35

Voided Slab Estimate Sheet CLS Voids



CLS-P-250 0.38
Bar Sizes W/FT Dia Top & Bottom Cover Sizes CLS-P-270 0.42

3 0.376 0.375 0.750 CLS-P-290 0.45
4 0.668 0.500 1.000 CLS-P-310 0.47
5 1.043 0.625 1.250 CLS-P-330 0.51
6 1.502 0.750 1.500 CLS-P-350 0.54
7 2.044 0.875 2.000 CLS-P-370 0.54
8 2.670 1.000 CLS-P-390 0.57
9 3.400 1.128 CLS-P-410 0.63

10 4.303 1.270 CLS-P-470 0.72
11 5.313 1.410 CLS-P-530 0.78

CLS-P-590 0.85


